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WE14G9471C14

WE11S101MR14S
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WE11S331MR14R

WE10G2300001

WE11S101MR14R

WE14S9471R14 WE14V1471R514

B LACK  L OCKS

• For use on exterior 
doors

• Featuring SmartKey® 
re-key technology

• Adjustable latch to 
�t all standard door 
preparations

• Locks with turn piece on 
the interior of the lock

• 1 in. deadbolt throw
• ANSI/BHMA grade 1 certi�ed
• Comes with 2 keys

• For use on exterior doors 
where keyed entry and 
security is needed

• Featuring SmartKey® 
re-key technology

• Adjustable latch to �t all 
standard door

• Locks with turn piece on 
the interior of the lock

• 1 in. deadbolt throw.
• ANSI/BHMA grade 1 certi�ed
• Comes with 2 keys.

• For use on exterior doors 
where keyed entry and 
security is needed

• Featuring SmartKey® 
re-key technology

• Low pro�le 1/2 in. 
exterior depth

• Adjustable latch to �t all 
standard door

• Locks with turn piece on 
the interior of the lock

• 1 in. deadbolt throw
• ANSI/BHMA grade 1 certi�ed
• Comes with 2 keys

• Keyless Entry
• Deadbolt operated by 

touchscreen electronic 
keypad or key

• Automatic door locking 
after 30 seconds

• 16 user access and 1 master 
code option

• ANSI/BHMA grade 2 
certi�ed

• 4 AA, included

• Featuring SmartKey® re-key 
technology

• Deadbolt operated by touchscreen 
electronic keypad or key

• Premis is an Apple HomeKit (only) 
enabled touchscreen smart lock

• Use Siri voice control to check lock 
history

• Control and monitor lock status 
using the Kwikset Premis iOS app 
and Apple TV

• 4 AA, included.

• For use on interior 
doors requiring no 
locking functionality, 
such as hallway or 
closet doors

• Universal handing
• Adjustable latch to �t 

all standard door

• For use on interior doors requiring no locking 
functionality, such as hallway or closet doors

• Universal handing
• Adjustable latch to �t all standard door

• For use on interior doors requiring no locking 
functionality, such as hallway or closet doors

• Universal handing
• Adjustable latch to �t all standard door

• For use on interior doors where a privacy locking 
function is required, such as a bedroom or bathroom

• Meets ADA/ANSI A117.1 requirements, ensuring 
accessibility to all disabled persons

• Universal handing

Collections Deadbolt - Grade 1 Metropolitan Deadbolt - Grade 2 Metropolitan Deadbolt - Grade 2

Obsidian Electronic LockPremis Electronic LockTroy Passage Knob

Montreal Round Rose Passage LeverMontreal Square Rose Passage Lever Montreal Round Rose Privacy Lever

Features Features Features

FeaturesFeaturesFeatures

FeaturesFeatures Features



SD51SL11BK83 IV51112HD83BLK

LC524040693EM148455FB

®

LCN 

10 %

• Full mortise - narrow frame and door leaf
• For 1 3/4" doors
• Spread bearing design
• Flush mounted, no inset
• 48" Maximum door width
• For doors weighing up to 450 pounds without reinforcing, 

600 pounds with reinforcing

• Pair-Matched™ hinge leaves
• Lifetime lubrication
• 25 million open/close cycles
• Anodized after machining
• Patented 3-HR. �re rating available

Geared continuous hingesGeared continuous hinges
FeaturesFeatures

D OOR  H ARDWARE

GIVES YOU

REBATE ON

KITS

KITS

WIRELESS
PRODUCTS

• Non-sized cylinder is adjustable for 
interior doors to 5’0” and exterior doors 
to 4’0”

• Closer mounts hinge side, top jamb, 
and parallel arm w/PA Shoe 

• Superior performance for institutional
• Tested and certi�ed under ANSI 

Standard A156.4, Grade 1
• Black �nish (693)

4040XP Series Door Closer
Features

• Schlage C Keyway
• Solid Brass Cylinder, Housing, Collar and 

Rosette
• Standard latch is for 2-3/8” backset
• Hardened Steel Bolt

Low Pro�le Deadbolt
Features



RV55DIY3AAAB

MA416321 MA416325 MA416327

RV55ICLIP RV55DIY3AAA

F LASHLIGHT

• Industrial Grade
• 60 Lumens LED
• 3 Colored lends: red, blue & 

green
• 6 hours continus use
• Weather resistant

• High performance LEDs
• Beam distance: 160 

meters
• Battery run time: 5 hours
• Rubber head and tail cap
• 30 Foot Drop Test 

Performance!
• Water resistant
• (3) AAA Rayovac alkaline 

batteries included

• High performance LEDs
• Beam distance: 160 meters
• Battery run time: 5 hours
• Rubber head and tail cap
• 30 Foot Drop Test Performance!
• Water resistant
• Flashlight only

LED Clip Flashlight LED AAA Flashlight Carted LED AAA Flashlight Bulk
Features Features Features

Shrouded Padlock

• Iron shroud protects 
shackle from bolt cutters

• 2-1/8” (54mm) heavy 
steel body withstands 
physical attack

• 2-1/8’’ Padlock

Features
Shrouded Padlock

• Iron shroud protects 
shackle from bolt 
cutters

• 2-3/8” (60mm) heavy 
steel body withstands 
physical attack

• 2-3/8’’ Padlock

Features
Shrouded Padlock

• Iron shroud protects 
shackle from bolt 
cutters

• 2-5/8” (67mm) 
heavy steel body 
withstands physical 
attack

• 2-5/8’’ Padlock

Features

P ADLOCKS

In November, get an
APA-Master Snow Broom

With every purchase of $200 
of Master Lock products



MR55GD2A

MR55CM6

MR55CME1

MR55GD6

SO552012JA SO559120A

SO55CO1224ASO555601A

G AS  D ETECTOR

D ETECTOR

• Fan relay actuation: selectable at 15, 25, 35 
(default), 50 or 100 ppm CO

• Output: Fan relay, Alarm relay and 4-20mA 
current loop

• 5 A SPDT fan relay controls valves, louvers or 
exhaust fans

• 0.5 A  N.O. or N.C alarm relay connects to 
warning devices or control panels

• 4-20mA current loop - compatible with the 
Macurco DVP-120 Control Panel

• Factory calibrated

Carbon Monoxide Detector
Features

• Target Gas: Methane (NG), Propane (LP) or 
Hydrogen (H2)

• Output: Fan relay, Alarm relay and 4-20mA 
current loop

• 5 A SPDT fan relay controls valves, louvers or 
exhaust fans

• 0.5 A  N.O. or N.C alarm relay connects to 
warning devices or control panels

• 4-20mA current loop - compatible with the 
Macurco DVP-120 Control Panel

• Factory calibrated

• Supervised Sensor
• SPDT Alarm and N.C. Trouble Relay
• Can be self-restoring or latching
• Solid State Electronic sensors: no maintenance 

or recalibration
• UL 1484 Residential Gas Detectors
• UL 2075 Gas - Vapor Detector and Sensors

• UL 2075 Gas/Vapor Detector and Sensors
• UL 2034 Sensitivity limits for carbon monoxide 

gas
• Surface mounts using the supplied rear housing
• Test & Reset switch conducts internal tests and 

actuates alarm relay
• N.O. or N.C. SPST Alarm Relay and N.C. SPST 

Trouble relay to connect to Alarm Control 
Panels

Methane and Propane Gas Detector

Combustible Gas Detector

Carbon Monoxide Detector
Features

Features

Features

Features
Heat Detector

• Heat Sensor: 135°F (57°C) �xed temperature, 15°F 
(8.3°C) per minute 

 rate-of-rise
• Operating Humidity Range: 5 to 95% RH non-

condensing
• Weight: 6 oz. (170 g)
• Single-Circuit Wiring (14-22 AWG)

Features
Carbon Monoxide Detector

• Detection Type - Electrochemical 
• Wiring - 4-wires
• Operating Voltage - 12/24 VDC
• Max. Standby Current - 20mA
• Max. Alarm Current - 40mA 

Features
Photoelectric Smoke Alarm

• 12/24 VDC operation, 4-wires
• 85dB electronic horn
• Form C relay contact for security panel monitoring
• Interconnectable up to 12 units
• Interconnected units can provide common or 

zoned relay activation

Features
Smoke Detector

• Dual Ionization Sensing Technology
• “Smart Technology” system
• Latching Alarm Indication
• Single Button Test/Silence
• Operates on 120VAC
• Interconnectable—up to 18 devices
• “Quick-Connect” wiring harness



-50%

GRAND CLEARANCE

GREAT PRIZE ON TONS OF PRODUCTS IN STOCK

GET A GREAT DEAL

NVR Network Recorder

DVR Digital Recorder

Network Camera

PTZ camera

Up to

G RAND  C LEARANCE



AD557400

AD5645900226

AD557401

AD5645900246

AD557410

• 31/32” Backset
• Less strike
• Face plate included
• Designed for use on aluminium 

doors

• Satin aluminum
• For doors 1-3/4” thick
• Push to left or right

• Strike Opening: 5/8" 
adjustable x 1-7/16" x 1/2" 
deep

• 1/2" to 5/8” Latchbolt 
Projection

• 7400 (1-1/4" x 4-7/8") 
�at with radius corners 
faceplate

• Field selectable, power 
source of 12/24 VDC

• Field selectable fail safe/fail 
secure

• 1-1/8” Backset
• Less strike
• Face plate included

• Satin aluminum
• For doors 2-1/4” thick
• Push to left

• Strike Opening: 5/8" 
adjustable x 1-7/16" x 1/2" 
deep

• 1/2" to 5/8” Latchbolt 
Projection

• 7401 (1-1/4" x 4-7/8") 
Radiused to match nose 
on inactive leaf in a pair of 
narrow stile doors.

• Field selectable, power 
source of 12/24 VDC

• Field selectable fail safe/fail 
secure

• 7/8" Backset
• Less strike
• Face plate included

• Satin aluminum
• For doors 3-1/4” thick
• Push to left

• Strike Opening: 5/8" 
adjustable x 1-7/16" x 1/2" 
deep

• 1/2" to 5/8” Latchbolt 
Projection

• 7410 (1-7/16" x 7-15/16") 
�at with radius corners 
faceplate

• Field selectable, power 
source of 12/24 VDC

• Field selectable fail safe/
fail secure

Mortise Lock Mortise Locks Mortise Locks

Push Paddles

UltraLine® 7400 Electric Strike

Push Paddle

UltraLine® 7401 Electric Strike

Push Paddle

UltraLine® 7410 Electric Strike

Features Features Features

Features

Features

Features

Features

Features

Features

AD134710R7 - right
AD134710L7 - left

AD13471032R - right AD1345103628 - right
AD1345103528 - left

AD56459004 - right
AD56459002 - left

A CCESSORIES



AD51FM100120BR AD18861136AD1884123836 - LHR
AD1884123736 - RHR

HE559400 HE55960030HE551006U12

AN55TS2 AN55KP100 AN551200D

ALARM 
CONTROLS

ALARM 
CONTROLS

ALARM 
CONTROLS

A CCESSORIES

Features

Features
• Supports weights up to 

600 lbs
• 4'0" maximum door width
• .187" diameter stainless 

pin (rod)
• Dark Bronze Anodized (313)

• Installs in metal and wood frames
• Stainless steel construction
• Tamper resistant
• 1/8" spacer plate included
• Field selectable fail safe/fail secure
• Dual voltage 12 or 24 VDC
• Horizontal adjustment
• Non-handed
• Internally mounted solenoid

• Dual voltage 12 or 24 VDC
• Dimension: 3/4” x 9” x 1-3/4”
• Field selectable fail safe/fail secure
• Latch type: 3/4” Pullman latch

• Single gang stainless steel 
wall plate

• 2" green, square push button
• Labeled "PUSH TO EXIT"
• Momentary action switch
• Contacts rated 10A @ 35VDC 

or 120VAC
• 2-1/2" switch depth behind 

plate
• Illuminated with hi-

brightness LED
• UL 294 listed

• Heavy duty deadlatching 
mechanism

• Strong, durable 
construction for a high 
level of security

• Satin aluminum
• Backset : 1-1/8” mortise 

type
• For 36” doors

• Static strength 2,500 lbs
• Dynamic strength 350 ft-lbs
• Fail secure (standard)
• Plug-in connector
• Dual voltage 12 or 24VDC 

continuous duty
• Strike body depth 11/16" 

[17.5mm]

• Fully programmable from the 
keypad

• 100 User codes with code 
lengths from 4 to 8 digits

• 5 Ampere relay contacts
• Built-in tamper switch
• Integrated piezo

• Satin aluminum
• Concealed Vertical Rod
• For 36” doors / 1-3/4 thickness

• 1200 Pound minimum holding force
• 12 or 24 vdc, switch selectable
• SPDT 3A relay contacts
• Bi-colored (red & green) status LED
• Clear anodized, (US28)

Continuous piano-type hinge

9400 Surface mounted electric strike 9600 Surface mounted electric strike

"Push to Exit" Button

Narrow Stile Mortise Exit Device

1006 Electric Strike

Digital keypad

Narrow Stile Exit Device

1200 Pound Dual Magnetic Lock

Features

Features FeaturesFeatures

Features Features

Features



YA52580133
YA525801

CO232111OL46

SA18850432

CO526413

CO18ED5400A32

SA18588510

CO526416

SA1856850432

SA1856880432

A CCESSORIES

•  Adjustable spring sizes 1- 6, 
�x size - 3

•  Non-handed
•  Cast iron
•  Tri-packed: regular, parallel 

or top jamb mounting
•  Full plastic cover
•  Hold open and heavy-duty 

arm con�gurations
•  Sleeve nuts included with 

all models

• For use with exit devices 
and exit device trim

• 2" standard door
• 6 pins
• L4 Keyway
• 626 �nish

• Designed for narrow 
stile applications (e.g., 
aluminum frame full 
glass doors)

• Single and double 
doors with mullion

• Single point rim latching device
• Supplied with rim cylinder to retract latch
• Quiet operation and solid security
• ANSI A 156.3 - Grade 1
• UL Fire and Panic listed
• Trim sold separately

• Parallel arm
• Up to full 180° opening for parallel arm mountings, 

conditions permitting
• Size 3

• Parallel arm
• Up to full 180° opening for parallel arm mountings, 

conditions permitting
• Size 6

• Designed for standard 
width stile applications 
on wood and metal 
doors 

• Two point latching (top & 
bottom with adjustability 
through center case)

• Single or double door 
applications

• ANSI/BHMA Grade 1
• UL Fire and Panic Listed

• Electric Dogging
• Designed for narrow 

stile applications (e.g., 
aluminum frame full 
glass doors)

• Single and double 
doors with mullion

• Single point rim latching device
• No cylinder supplied, exit only
• Quiet operation and solid security
• ANSI A 156.3 - Grade 1
• UL Fire and Panic listed

• Remote Latch 
Retraction

• Designed for narrow 
stile applications

• Single and double 
doors with mullion

• Single point rim 
latching device

• Supplied with rim cylinder to retract latch
• Quiet operation and solid security
• ANSI A 156.3 - Grade 1
• UL Fire and Panic listed
• Trim sold separately

• Remote Latch 
Retraction

• Designed for 
standard width stile 
applications on 
wood and metal 
doors

• Single and double doors with mullion
• Single point rim latching device
• Supplied with rim cylinder to retract latch
• Quiet operation and solid security
• ANSI A 156.3 - Grade 1
• UL Fire and Panic listed
• Trim sold separately

Door closer

Rim Cylinder

8504 Narrow Design Rim Exit Device

Door Closer Door Closer

ED5400 Surface Vertical Rod Exit Device

8510 Narrow Design Rim Exit Device

8504 Narrow Design Rim Exit Device

8804 Rim Exit Device

Features

Features

Features

Features Features

Features

Features

Features

Features



IF55NOW3605(XXX)

IF55NOWKT5(XXX)

IF55NOWDSF360

IF55NOWDSF200IF55NOWDAF200

IF55NOWDSF300

x5

x4

x1

Nowa 360 was designed so you could forget it was even there. But if a water leak 
occurs - today or 10 years from now - it’ll be stopped in its tracks. Always.

In case of a water in�ltration, the NOWA® system will detect it, trigger an alarm, shut 
o� the main water valve, and notify your security system.

• Detection - Washer, water heater, dishwasher - you can put a Nowa wireless detector 
wherever there’s a risk.

• Control - Your Nowa master unit triggers the electric valve to shut o� the water main 
in just a fraction of a second.

• Noti�cation - You get an email, alert, or text to inform you that something happened 
and your main water valve has been safely shut o�.

• Detection - Washer, water heater, dishwasher - you can put a Nowa wireless detector 
wherever there’s a risk.

• Control - Your Nowa master unit triggers the electric valve to shut o� the water main 
in just a fraction of a second.

• Noti�cation - NOWA® can olso be connected to your home security system.

Kit 5 wireless detectors with 3/4" valve

Kit 4 wireless/1wired detectors with 3/4" valve

Summary

Summary

WATER LEAK DETECTION AND CONTROL

RELIABLE WATER DAMAGE PREVENTION SOLUTION

• Wireless technology
• Gold-plated water sensing contacts
• Two sensors : �ood and freeze sensor
• Battery life : up to 10 years (based on usage)

• Wireless technology
• Battery life : up to 10 years (based on usage)
• Compatible with perimeter cable (NOWDC010) and 

Mini sensor (NOWDM020)
• Improved supervision range

• Triangular shape water leak detector with wire
• Connects directly to the master module

• Wireless technology
• Battery life : up to 10 years (based on usage)
• Compatible with perimeter cable (NOWDC010) and 

Mini sensor (NOWDM020)
• Improved supervision range

Individual Flood / Freeze Sensor

Individual Flood SensorIndividual Flood Sensor

Individual Flood Sensor
Features

FeaturesFeatures

Features

Available Valve Size
1/2" - 050
3/4" - 075
1"     - 100

Available Valve Size
1/2" - 050
3/4" - 075
1"     - 100

W ATER  C ONTROL

wireless detector

plug-in detector



IF55NOWDN(XXX)IF55NOWVAL(XXX)

IF55NOW360GMS

IF55NOWDC010 IF55NOWDM020

Available Valve Size
1/2" - 15
3/4" - 20
1"     - 25

Available Valve Size
1/2" - 050
1"     - 100

• Accessory for Nowa 360 control unit
• Cellular module
• HSPA 3G
• Integrated antenna

• Can detect water leakage over the entire 
length of the cable. Like slow leaking type 
leaks.

• All stainless-steel valve body
• Ball type valve
• Physical position indicator
• Manual override
• Actuator with "Quick Connect" Feature
• Independent actuator & valve body
• NPT Threaded
• Compatible with Nowa Classic & Nowa 360

• All stainless-steel valve body
• Ball type valve
• NPT Threaded
• Compatible with Nowa Classic & Nowa 360

• Small and discreet
• It extends the detection area of a detector

GMS Module

Perimeter cable

Control Valve Valve Only

Mini detector

Features

Features

Features Features

Features

W ATER  C ONTROL

THE RELIABLE SOLUTION AGAINST SEWER BACKUPS

the kit consists of a wall-
mounted microelectronic 
control panel and a retractable 
pneumatic sealing module 
(RPSM) also referred to as
the balloon style backwater 
valve.

Aqua-Protec™ from In�otrolix is the only sealing system for sanitary and storm sewers that automatically 
activates itself. It consists of a wall-mounted microelectronics control panel and a sounding  balloon, 
the retractable pneumatic sealing module (RPSM). The in�atable balloon is equipped with sophisticated 
sensors designed to detect back�ows and automatically seal o� sanitary and sewer pipes.

AQUA�PROTECMD : AN INGENIOUS SYSTEM!



LT55KD8304TEA

LT55KD8308TEA

LT55HT212228 X4
LT55D8304TEA X1

LT55HT212228 X8
LT55D8308TEA X1

LT55B342110T

LT55B342110T

CP55CAT5E24W

CP55CAT5E24W

ZO55BLN217

ZO55BLN217

LT55B345

LT55B345

x4

x8

• BALUN (2)

• BALUN (2)

INVENTORY  S URPLUS

UNBEATABLE PRICES

• 2.1MP High De�nition
• Angle of view 105.8°
• Full HD 1080P, Platinum HD-TVI
• 1920X1080P@30fps
• 2.8mm Fixed Lens
• True Day/Night
• OSD Menu via UTC Technology with 
 Platinum HD-TVI DVR
• Smart IR, 24 IR LEDs up to 65ft (20m)
• Outdoor/Indoor
• DC 12V
• IP66 Weatherproof
• UTC

• 2.1MP High De�nition
• Angle of view 105.8°
• Full HD 1080P, Platinum HD-TVI
• 1920X1080P@30fps
• 2.8mm Fixed Lens
• True Day/Night
• OSD Menu via UTC Technology with 
 Platinum HD-TVI DVR
• Smart IR, 24 IR LEDs up to 65ft (20m)
• Outdoor/Indoor
• DC 12V
• IP66 Weatherproof
• UTC

Features

Features

Features

Features

HD-TVI Turret Camera

HD-TVI Turret Camera

• 4 Channel HD-TVI Video Recorder
• Supports Live View, Storage, Playback up to 4 HD-TVI / 

Analog / Analog HD Cameras+ 1 IP Camera
• Up to 1080P  (1920x1080) HDMI Video Output
• E�cient Mode Recording : 960 x 1080 @30fps
• CVBS Output
• 1 SATA up to 6TB HDD
• H.264/H.264 Zip+

HD-TVI 4 Channel DVR

• 8 Channel Digital Video Recorder - E�cient
• Supports Live View, Storage, Playback up to 8 HD-TVI / 

Analog / Analog HD Cameras + 2 IP Cameras
• E�cient Mode Recording : 960 x 1080 @30fps
• 2 SATA up to 6TB each HDD
• H.264/H.264 Zip+, Support H.264+
• Supports HD-TVI, AHD, Analog, IP Camera
• HDMI, VGA and CVBS output

HD-TVI 8 Channel DVR

4 Channels HD DVR and 4 HD-TVI Turret Camera KIT

8 Channels HD DVR and 8 HD-TVI Turret Camera KIT

You might need

You might need

Sold separately

Sold separately

• Wall Support

• Wall Supportl

• CAT5 wire

• CAT5 wire

• Junction box

• Junction box



HD-TVI Varifocal Bullet Camera
• 2.1MP High De�nition
• Full HD 1080P

LT55CMHR9323D

HD-TVI Bullet Camera
• 2.1MP High De�nition
• Full HD 1080P

LT55CMHR6222

HD-TVI Turret Camera
• 2.1MP High De�nition
• Full HD1080P, Platinum HD-TVI
• 1920X1080P@30fps

LT55CMHT1823

HD-TVI Turret Camera
• 2.1MP High De�nition
• Angle of view 105.8°
• Full HD 1080P, Platinum HD-TVI

LT55HT212228

Motorized VF Vandal Dome HD-TVI 
Camera

• 2.1MP High De�nition
• 1920x1080P@30fps

LT55HD3523DWZ

Fixed Lens Turret HD-TVI Camera
• 2.1MP High De�nition
• 1920x1080P@30fps

LT55HT1322W28

HD-TVI 4 Channel DVR
• 4 Channel HD-TVI Video Recorder
• Supports Live View, Storage, Playback up to 4 HD-TVI / Analog / 

Analog HD Cameras+ 1 IP Camera
• Up to 1080P  (1920x1080) HDMI Video Output

LT55D8304TET

HD-TVI 8 Channel DVR
• 8CH HD-TVI DVR
• Supports Live View, Storage, Playback up to 8 TVI/Analog Cameras + 

2 IP Cameras
• Up to 1080P (1920x1080) HDMI Video Output

LT55D8308TEA

HD-TVI 16 Channel DVR
• 16 Channel Video Recorder
• Supports Live View, Storage, Playback up to 16 HD-TVI / Analog 

Cameras + 2 IP Cameras
• Up to 1080P (1920x1080) HDMI Video Output

LT55D8316TEA

INVENTORY  S URPLUS



Montreal
Tel.: 514.276.6700
Fax: 514.276.6327
�à  : 800.363.6700

Quebec
Tel.: 418.681.7522
Fax: 418.681.1075 
�à  : 800.463.2533

Ottawa
Tel.: 613.741.7900
Fax: 613.741.7907 
�à  : 866.741.7900

Toronto
Tel.: 905.612.1666
Fax: 905.612.9689 
�à  : 866.793.1580

Halifax
Tel.: 902.481.6333
Fax: 902.481.6365 
�à  : 866.741.7900

Edmonton
Tel.: 780.452.1171
Fax: 780.452.1173 
�à  : 877.824.8273

Vancouver
Tel.: 604.299.3466
Fax: 604.299.3470
�à  : 800.668.7161

HD-TVI Turret Camera
• 2.1MP High De�nition
• 1920x1080P@30fps
• 2.8-12mm Varifocal Lens

LT55HT2023RA

Fixed Lens Turret IP Camera
• 2.1MP High De�nition
• 1/2.8” CMOS
• 1920X1080P@30fps

LT55CMIP302228

HD-TVI Bullet Camera
• 1.3MP High De�nition
• 1280X720P@30fps

LT55LPR100

Motorized Varifocal Turret HD-TVI 
Camera

• 2.1MP High De�nition
• 1920x1080P@30fps
• 2.8-12mm Motorized Varifocal Lens

LT55HT1923WZ

Wall Mount Bracket
• Wall Mount
• Aluminum Alloy
• Compatible with: ask with your sales representative

LT55B301

Wire Intake with Junction Box
• Wire Intake with Junction Box
• Aluminum Alloy

LT55B307

Universal Junction Box
• Cameras Supported: small turret and bullet cameras, including:
 CMHT14XX CMHT15XX CMHT21XX
 CMHR62XX CMIP82XX

LT55B345

Wall Mount Bracket
• Wall Mount Bracket
• Compatible with series:
 CMHT14XX CMHT15XX CMHT21XX

LT55B342110T

INVENTORY  S URPLUS
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ALARM 
CONTROLS

TRAINING

PRESENTATION

Ottawa - Tuesday, Nov. 6, 2018

Montreal - Wednesday, Nov. 7, 2018

Quebec - Thursday, Nov. 8, 2018

Montreal - Wednesday , Nov. 14, 2018

Hands On

APA invites you for a VIP day of presentation

FEATURING

Presented by APA - Ottawa
730 Belfast Road
Ottawa, ON. K1G 0Z5
Tel.: 613.741.7900

Presented by APA - Montreal
1400 Jules Poitras
St-Laurent Qc H4N 1X7
Tel.: 514.276.6700

Presented by APA - Quebec
705 Godin
Québec QC. G1M 3E6
Tel.: 418.681.7522


